
SPECIFICATIONS

CONNECTION DIAGRAMS

DIMENSIONS

□90mm LEAD WIRE TYPE

OPEN TYPE MOTOR

60W ~
   200W

GGM GEARED MOTOR

Model Voltage
(V)

Frequency
(Hz)

Current
(A)

Start T.
(N·m/kgf·cm)

Rated T.
(N·m/kgf·cm)

Speed
(rpm)

Condenser
(㎌)

K9I□60BJ

単相

100
50 1.36

0.38/3.8
0.47/4.7 1250

20
60 1.37 0.38/3.8 1550

K9I□60BU
110

60
1.21

0.37/3.7 0.38/3.8 1550 16
115 1.27

K9I□60BL 200
50 0.67

0.4/4
0.47/4.7 1250

5
60 0.69 0.38/3.8 1550

K9I□60BC

220
50 0.58

0.38/3.8
0.47/4.7 1250

4
60 0.57 0.38/3.8 1550

230
50

0.63 0.4/4
0.47/4.7 1250

60 0.38/3.8 1550

K9I□60BD 240 50 0.69 0.44/4.4 0.47/4.7 1250 4

K9I□60BT

三相

200
50 0.49 1.35/13.5 0.45/4.5 1300

ㅡ

60 0.45 1.05/10.5 0.38/3.8 1550

K9I□60BH

220
50 0.55 1.6/16 0.435/4.35 1350

60 0.47 1.2/12 0.37/3.7 1600

230
50 0.6 1.65/16.5 0.435/4.35 1350

60 0.52 1.3/13 0.37/3.7 1600

K9I□60BM 380
50 0.34 1.55/15.5 0.435/4.35 1350

60 0.25 1.19/11.9 0.37/3.7 1600

K9I□60BV 400
50 0.37 1.85/18.5 0.435/4.35 1350

60 0.28 1.42/14.2 0.37/3.7 1600

K9I□60BQ 415
50 0.26 1.45/14.5 0.45/4.5 1300

60 0.21 1.15/11.5 0.37/3.7 1600

K9I□60BZ 440
50 0.28 1.6/16 0.45/4.5 1300

60 0.23 1.25/12.5 0.37/3.7 1600
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