
K35-TYPE

K35-3640 BLDC  SERIES

BLDC MOTOR PERFORMANCE DATA

                        ITEM   
 MODEL

VOLTAGE
(DC)

NO LOAD AT MAX. EFF. WEIGHT
(g)mA rpm gf•cm A rpm

KB3640S1 12V 500 5300 150 1.2 4500
145

KB3640S2 24V 300 5000 250 0.8 3900

* 減速比整個電動機和輸出軸的旋轉方向相同。
* 每個功能轉換，請運行處於停滯狀態的電機。
* 速度控制器控制器是調整槍式套房。

Planetary  GEARHEAD

61

*連接不正確的電源（+）（-）時，請小心電機，以免 造成損壞。

AT  MAXIMUM  EFFICIENCY (K35-  -K B3640S□)□□□□

                    MODEL

 GEAR      

KB3640S1 KB3640S2

DC 12V DC 24V

rpm kgf•cm rpm kgf•cm

1/0005 900 0.7 780 1.1

1/0014 321 1.7 278 2.9

1/0019 237 2.3 205 3.9

1/0027 167 3.3 144 5.6

1/0051 88 5.5 76 9.5

1/0071 63 7.7 55 12

1/0100 45 10.8 39 12

1/0139 32 12 28 12

1/0189 24 12 21 12

1/0264 17 12 15 12

1/0369 12 12 10.5 12

1/0516 8.7 12 7.6 12

1/0721 6.2 12 5.4 12

 No - Color  Pin - Contents  Connection Method

 1 - White  Brake  No Use, (-) connectin Brake

 2 - Blue  PWM  connecting to (-) power

 3 - Yellow  1FG(6P/R)  No Use

 4 - Orange  CW/CCW
 Normal Open, CCW 
 connecting to (-) power

 5 - Black  GND  connecting to (-) power

 6 - Red  24V  connecting to (+) power

How to connect when
speed control is not needed.
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