
K22-TYPE

K22-2032 SERIES

MOTOR PERFORMANCE DATA

                        ITEM   
 MODEL

VOLTAGE
(DC)

NO LOAD AT MAX. EFF. STALL WEIGHT
(g)mA rpm gf•cm mA rpm A gf•cm

KD2032R1 12V 90 8000 25 250 6400 1 121
32

KD2032P2 24V 55 9000 25 150 7400 0.6 136

                    MODEL   

 GEAR            

KD2032R1 KD2032P2

DC 12V DC 24V

rpm kgf•cm rpm kgf•cm

1/0004 1600 0.07 1850 0.07

1/0014 457 0.2 528 0.2

1/0016 400 0.23 462 0.23

1/0019 337 0.27 390 0.27

1/0053 121 0.6 140 0.6

1/0062 103 0.7 119 0.7

1/0072 89 0.8 103 0.8

1/0084 76 1 88 1

1/0104 62 1.2 71 1.2

1/0198 32 1.9 37 1.9

1/0231 28 2.2 32 2.2

1/0270 23.7 2.6 27.4 2.6

1/0316 20.2 3 23.4 3

1/0370 17.3 3 20 3

1/0455 14 3 16.3 3

1/0742 8.6 3 10 3

1/1014 6.3 3 7.3 3

1/1249 5.1 3 5.9 3

1/1621 3.9 3 4.6 3

1/1996 3.2 3 3.7 3

* 減速比整個電動機和輸出軸的旋轉方向相同。

AT  MAXIMUM  EFFICIENCY (K22-  □□□□- 2032  □□)KD

Planetary  GEARHEAD
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